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the documented safety analysis could 
be increased; 

(2) The possibility of an accident or 
malfunction of a different type than 
any evaluated previously in the docu-
mented safety analysis could be cre-
ated; 

(3) A margin of safety could be re-
duced; or 

(4) The documented safety analysis 
may not be bounding or may be other-
wise inadequate. 

Unreviewed Safety Question process 
means the mechanism for keeping a 
safety basis current by reviewing po-
tential unreviewed safety questions, re-
porting unreviewed safety questions to 
DOE, and obtaining approval from DOE 
prior to taking any action that in-
volves an unreviewed safety question. 

Use and application provisions means 
the basic instructions for applying 
technical safety requirements. 

(b) Terms defined in the Act or in 10 
CFR Part 820 and not defined in this 
section of the rule are to be used con-
sistent with the meanings given in the 
Act or in 10 CFR Part 820.

§ 830.4 General requirements. 

(a) No person may take or cause to be 
taken any action inconsistent with the 
requirements of this part. 

(b) A contractor responsible for a nu-
clear facility must ensure implementa-
tion of, and compliance with, the re-
quirements of this part. 

(c) The requirements of this part 
must be implemented in a manner that 
provides reasonable assurance of ade-
quate protection of workers, the pub-
lic, and the environment from adverse 
consequences, taking into account the 
work to be performed and the associ-
ated hazards. 

(d) If there is no contractor for a 
DOE nuclear facility, DOE must ensure 
implementation of, and compliance 
with, the requirements of this part.

§ 830.5 Enforcement. 

The requirements in this part are 
DOE Nuclear Safety Requirements and 
are subject to enforcement by all ap-
propriate means, including the imposi-
tion of civil and criminal penalties in 
accordance with the provisions of 10 
CFR Part 820.

§ 830.6 Recordkeeping. 
A contractor must maintain com-

plete and accurate records as necessary 
to substantiate compliance with the re-
quirements of this part.

§ 830.7 Graded approach. 
Where appropriate, a contractor 

must use a graded approach to imple-
ment the requirements of this part, 
document the basis of the graded ap-
proach used, and submit that docu-
mentation to DOE. The graded ap-
proach may not be used in imple-
menting the unreviewed safety ques-
tion (USQ) process or in implementing 
technical safety requirements.

Subpart A—Quality Assurance 
Requirements

§ 830.120 Scope. 
This subpart establishes quality as-

surance requirements for contractors 
conducting activities, including pro-
viding items or services, that affect, or 
may affect, nuclear safety of DOE nu-
clear facilities.

§ 830.121 Quality Assurance Program 
(QAP). 

(a) Contractors conducting activities, 
including providing items or services, 
that affect, or may affect, the nuclear 
safety of DOE nuclear facilities must 
conduct work in accordance with the 
Quality Assurance criteria in § 830.122. 

(b) The contractor responsible for a 
DOE nuclear facility must: 

(1) Submit a QAP to DOE for ap-
proval and regard the QAP as approved 
90 days after submittal, unless it is ap-
proved or rejected by DOE at an earlier 
date. 

(2) Modify the QAP as directed by 
DOE. 

(3) Annually submit any changes to 
the DOE-approved QAP to DOE for ap-
proval. Justify in the submittal why 
the changes continue to satisfy the 
quality assurance requirements. 

(4) Conduct work in accordance with 
the QAP. 

(c) The QAP must: 
(1) Describe how the quality assur-

ance criteria of § 830.122 are satisfied. 
(2) Integrate the quality assurance 

criteria with the Safety Management 

VerDate jul<14>2003 19:13 Jan 17, 2004 Jkt 203032 PO 00000 Frm 00522 Fmt 8010 Sfmt 8010 Y:\SGML\203032T.XXX 203032T


